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ProtectNet
APC 24 position chassis for replaceable data line
surge protection modules, 19" rackmount, 1U

‘

Advanced Protection Against Damaging Power Transients Traveling Over Computer,
AV and Network Data Lines
Includes: User Manual
Output

Number of Outlets

24

Physical

Net Weight

1.24 KG

Maximum Height

44.00 mm

Maximum Width
479.00 mm

Maximum Depth

89.00 mm

Shipping Weight

1.74 KG

Shipping Height

142.00 mm

Shipping Width

574.00 mm

Shipping Depth

142.00 mm

Master Carton Units
6.00

Master Carton Dimensions (Length x Width x Height)
23.5 X 12 X 18.5 inches
Master Carton Weight
28.00 Ibs.

SCC Codes
2073130420268 8
Color
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Black

Units per Pallet

12.00

Environmental

Operating Environment
-15-45°C

Operating Relative Humidity
0-95%

Operating Elevation
0-3000 meters

Storage Temperature
-15-45°C

Storage Relative Humidity
0 - 95%

Storage Elevation

0-3000 meters

Conformance

Regulatory Approvals

CE,UL 1950,vDE

Standard Warranty

Lifetime

Environmental Compliance

RoHS

*Except where noted, all prices are Estimated Resale Price (ERP) - Without
Tax/VAT. Pricing in other locations and sites may vary.
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